FINISH GRADE

MANHOLE FRAME AND COVER
TRAFFIC RATED, DIAMOND PLATE
COVER, WATER, ¢ PRESSURE TIGHT

CONCRETE CHANNEL
ANCHORS (TYF.)
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ALUMINUM SHIP LADDER\'E?’

ON FOREWALL, COAT IN
EPOXY PAINT

CONCRETE VAULT: 1 2.5"X1O0WX1OH, MIN.
6" WALLS, COAT ENTIRE INSIDE OR VAULT
WITH EPOXY PAINT COATING. WATERPROOF
OUTSIDE OF VAULT WITH BITUTHENE SYSTEM
OR EQUAL

""'-‘;}'_\(2)- " PVC CONDUIT

SAMPLING TANK ON EFOXY COATED—T, - _".
STEEL STAND OR EPOXY PAINTED '
CONCRETE BLOCKS, INLET SHALL

BE AT SAME LEVEL AS ANT OUTLET

LINKSEAL:

_\TYPICAL FOR ALL PIT PENETRATIONS

POLYPROPYLENE BALL VALVE

_ :/-POI_YPROPYLENE LEAK DETECTOR

MODEL 3: PP-44T

TOWN & COUNTRY PLASTICS
Customized For Precision

TOWN ¢ COUNTRY PLATICS, INC.
POST OFFICE BOX 269
MORGANVILLE, NJ 0775 |
PHONE: (732) 780-5300 - FAX: (732) 294-000 |

METHOD |B PIT INSTALLATION

DETAIL:
METHOD 1B PIT
INSTALLATION

BELOW GRADE INSTALL

DETAIL #2




